3" CONDUIT

CONCRETE ENCASED

TO PULL BOX (ALSO

SEE DETAIL ON SHEET NO. 1)
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ANCHOR
BOLTS 3/8" \

ANCHOR BOLT CIRCLE COLD DRAWN 1
SHALL BE 18" TYP.
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SOIL CONDITION MAY REQUIRE ADDED DEPTH
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FOUNDATION SHALL BE POURED IN
DRILLED HOLE PER A.D.O.T. STD.
DRW. NO. T.S. 4-10,11,12, OR 13.

ANCHOR BOLTS & CONDUIT

WILL REQUIRE INTERIM PROTECTION
AFTER BEING INSTALLED. SEE

STD. DETAIL G—=129

ADOT REFERENCE T.S. 4-10
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CLASS ”A”'§>

CONCRETE

ANCHOR BOLTS SHALL BE GALVANIZED
2’x 90" WITH L BENDS AND BE
PROVIDED WITH (2) HEX NUTS AND
(2) WASHERS EACH.

DETAIL NO.

G-3260

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

SIGNAL POLE STANDARD
ANCHOR BASE DETAIL

DETAIL NO.

G-3260




